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CREATING A SOURCE IMAGE ON 
A FIRST SURFACE 


I 


PREPARING THE SOURCE IMAGE AND/OR SURFACE TO 
FACILITATE TRANSFER OF AT LEAST PART OF THE SOURCE 
IMAGE ONTO A SECOND SURFACE TO CREATE A SECOND IMAGE 


I 


TRANSFERRING AT LEAST PART OF 
THE SOURCE IMAGE ONTO THE 
SECOND SURFACE TO CREATE A 
SECOND IMAGE 




FIG. 1 
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APPLYING A WATER-RESISTANT MEDIA TO THE 
SURFACE OF A TRANSPARENCY SHEET, SUCH AS 
THOSE AVAILABLE FROM HEWLETT PACKARD, TO 
CREATE THE SOURCE IMAGE 
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PREPARING THE DESTINATION SURFACE 
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SPRAYING THE SOURCE IMAGE WITH DENATURED ALCOHOL TO 
LIQUEFY THE SOURCE IMAGE 
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PLACING THE SURFACE OF THE TRANSPARENCY BEARING THE LIQUEFIED 
SOURCE IMAGE IN INTIMATE CONTACT WITH A DESTINATION SURFACE FOR A 
TIME SUFFICIENT TO ALLOW TRANSFER OF THE SOURCE IMAGE FROM THE 
TRANSPARENCY TO THE DESTINATION SURFACE SO AS TO CREATE A 

TRANSFERRED IMAGE. 
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PEELING THE TRANSPARENCY SHEET FROM THE DESTINATION 
SURFACE AND TRANSFERRED IMAGE 
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REMOVING UNDESIRED RESIDUE FROM THE 
TRANSFERRED IMAGE 
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DRYING THE TRANSFERRED IMAGE 
AND THE DESTINATION SURFACE 
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APPLYING A PROTECTIVE COATING OF 
VARNISH OR MATTE FINISH TO THE 
TRANSFERRED IMAGE AND DESTINATION 
SURFACE 


FIG. 2 






